AMENDMENT NO. 1 JULY 2017 
TO 
IS 1660 : 2009 WROUGHT ALUMINIUM UTENSILS — SPECIFICATION 


(First Revision) 
(Page 1, clause 1.1) — Substitute the following for the existing clause: 


‘1.1 This standard prescribes general requirements, quality of material and thickness for some of the more 
commonly used wrought aluminum utensils: 


a) Utensils (see Fig. 1 to Fig. 21 and Fig. 25), 
b) Thick bottom utensils (see Table 2), 
c) Compartmental trays (see Fig. 22 and Fig. 23), and 
d) Lunch boxes (see Fig. 24).’ 
(Page 1, clause 3.1.2, line 1) — Delete ‘nominal’. 


(Page 1, clause 4.1, third sentence) — Substitute the following for the existing sentence: 


‘The lids, if provided shall be made of aluminum as per IS 21 or Stainless steel as per IS 6911 or toughened 
safety glass (tempered) as per IS 2553 (Part 1) as applicable.’ 


(Page 1, clause 5.2) — Substitute the following for the existing clause: 
‘5.2 In case of wrought aluminum utensils specified in 1.1(a), the permissible reduction in the thickness of the 
finished utensils, taking into account the pressing or spinning process, shall not be more than 15 percent on the 
minimum sheet thickness specified as per Table | or 3.1.2.’ 

(Page 2, clause 5.4.1, second sentence) — Substitute the following for the existing clause: 
‘Anodized trays shall conform to the requirements of 8.3.’ 

(Page 2, clause 5.5.2) — Substitute the following for the existing clause: 
‘5.5.2 The lunch box may be anodized and anodic coating shall be according to 8.3.’ 


(Page 2, clause 6.2.3) — Substitute the following for the existing clause: 


‘6.2.3. The reduction in thickness of compartmental trays after draw shall not exceed 5 percent of minimum 
sheet thickness specified.’ 


(Page 2, clause 6.3.1) — Substitute the following for the existing clause: 


“6.3.1The reduction in thickness of compartmental trays after draw shall not exceed 5 percent of minimum sheet 
thickness specified. 


6.3.2The reduction in the thickness of thick bottom utensils after pressing shall not exceed 5 percent of 
minimum sheet thickness.’ 


(Page 3, clause 8.4.1.1, Title) — Substitute ‘Base metal’ for ‘Basis metal’. 
(Page 3, clause 8.4.2) — Substitute the following for the existing clause: 
‘8.4.2 A coating of thickness 25 to 100 microns is generally required. The thickness of hard anodizing coating 


shall normally be determined by microscopic method as specified in IS 5523 or with the help of instruments 
based on eddy current principles (see IS 6012).’ 


Amendment No. 1 to IS IS 1660 : 2009 
(Page 3, clause 8.6.2, first sentence) — Substitute the following for the existing sentence: 
‘The inner pot shall be filled two third with ground nut oil at room temperature.’ 


[Page 15, Table 1, col 1, SI No. (xxxiii)] — Substitute the existing row with the following and renumber 
the subsequent row: 


Table 1 
SI No. Article Ref Range of Nominal Sizes Minimum Thickness of Sheet 
to mm 
Fig. ; : 
No. Dia, D Height, Heavy Medium Light 
Cingideysil| da isc lll oe 
(inside) Litre 
an mm Vessel | Lid | Vessel | Lid | Vessel | Lid 
@) (2) 3) | 4 (5) (6) 2) (8) | do) | da) (12) 
Xxxill) | Compartment 23 = 20 1.60 0.90 1.25 0.71 
tray 
rectangular 

XXXIV) Lunch box 24 = 30 1.60 0.90 1.25 0.71 


(Page 15, Table 1, Note 1, first sentence) — Delete. 
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